
 
STOCKYARD HILL WIND FARM  
AERONAUTICAL IMPACT ASSESSMENT 

 
THE AAMMBBIIDDJJII GROUP 

 

 

 
16 December 2008  Page 11 
J0268 

6 ANALYSIS OF PANS OPS SURFACES 

Assessment of the impact on PANS OPS surfaces by the proposed wind farm development was 
undertaken with respect to: 

• published Decision Altitudes and Minimum Descent Altitudes; 

• Obstacle Infringement Surfaces (protection surfaces) as published in the Australian 
Aeronautical Information Publication, Departures and Approach Procedures (AIP DAP) 
effective 28 August 2008, associated Aeronautical Information Circulars (AIC), 
Aeronautical Information Supplements and NOTAMS relevant to this edition of AIP DAP; 
and 

• Circling Minima and Minimum Sector Altitudes. 

At the calculated maximum height of the highest turbine at 567M (1860ft) AHD, the Stockyard 
Hill Wind Farm development will not affect the PANS OPS surfaces at either Ballarat airfield or 
Yarrowee NDB. 

Fig 6.1 below identifies the wind farm site with respect to published air routes and Lowest Safe 
Altitudes. 

 

Fig 6.1 Air Route - LSALTS 

A full and detailed PANS OPS assessment considering all operational procedures applicable to 
the area was undertaken and is included at Appendix A. The results are summarised in the 
following Tables 6-1 to 6-3. As indicated, the procedures considered are: 




